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MUNITION TRANSPORT SYSTEM 

Container Materials 
Drum body HDPE 

Spill-CAT Formulations 
MMx HD, L , YA 
GMx GA, GB 
VMx VX 

MTS Drum Versions† 
MTS Drum Version 15 L 30 L 120 L 

Shell Compatibility Toxic canisters, Grenades, 
Contaminated items 75mm, 90mm, 105mm 150mm, 155mm 

Dimensions (H x ∅) 330 x 280 mm 420 x 320 mm 820 x 460 mm 
Weight 3 kg 7 kg 20 kg 
Storage 2 years 2 years 2 years 

 
Technical Data 

What is the MTS? 
The munition transport system (MTS) is a self-
contained system for transport and disposal of 
CWA shells that are contaminated or leaking.  

How does it work? 
Containment — The MTS contains Spill-CAT in a 
secure compartment that allows a contaminat-
ed or leaking shell to be placed into. 
Transport — During transport, any contamination 
or leaking agent is readily absorbed by the Spill-
CAT powder and is neutralised in place.  
Disposal — The MTS keeps all contaminated 
wasted sealed inside and allows the user to 
dispose of the entire system easily and safely. 
Why use the MTS? 
• Effective — Spill-CAT is able to degrade a 

wide range of CWAs at levels >99 %. 
• Safety — A CBRN gas filter is fitted inside 

the drum ensuring any off-gassing is treated 
before release. 

• Contained waste — Solid by-products allow 
waste to be kept contained inside the drum. 

• Customisable — The MTS is available in 
standard drum sizes up to 210L (55 gal). 

†Custom sizes for all systems available on request. 


